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KW.
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Table of dimensions and weights

EPC 63 C 511012 130 185

TYPE

3,6/2,1

Electrical features
06 .zH05 .zH

EPC 71 B

2,8/1,6

193

3,3/1,9

EPC 63C 1,52/0,88 2,2/1,3 1,9/1,1

EPC 71B 2,6/1,5

Usages:
These pumps are suitable for transferring clean liquids containing impurities measuring up to
30 micron. 
The hydraulic components, namely the brass impeller, scroll and cast iron pump body, allow
the pumps to be used with emulsions and oily substances, glycols and liquids in general, as
long as they are not oxidative for the construction materials.
Viscosity must not exceed 3° Engler (21 CST).
The temperature of the liquid must not exceed 90° C.
They are usually used on:
• Boring centres
• Cooling exchanges
They should usually be installed on a tank, with a capacity in proportion to the flow rate, at
about 3-4 cm. from the bottom. It is important to check that the maximum level of the liquid in
the tank always remains 3 – 4 cm. lower than the flange (see figure).

For other usages you are advised to consult our technical office.
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The data of this diagram are referred to a viscosity not higher than 5 CST 20° c.
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ZZ 4036gniraeBZZ 3026gniraeB
***nolyNrevoc naF***nolyNrevoc naF

nolyNnaFnolyNnaF
Non-drive end shield Aluminium Non-drive end shield Aluminium
Terminal block mm. 40x25  6P Terminal block mm. 40x25  6P

                                                           

Type

nolyNxob lanimreTnolyNxob lanimreT
Impeller Brass   58 Impeller Brass   58

Components Components

Pump body Cast iron  G 20 Pump body

Type EPC  71B

Materials

EPC  63C

**04 C  leetStfahS**04 C  leetStfahS
rotatSrotatS
rotoRrotoR

61 ø RBNgnir V61 ø RBNgnir V
Frame Aluminium Frame Aluminium

leetSdoRleetSdoR

  
 

Materials

Cast iron  G 20

04 øgnir gnirpS53 øgnir gnirpS
ZZ 3026gniraeBZZ 2026gniraeB

Spacer Aluminium Drive end shield Aluminium
Sealing ring NBR 17x25x4 Sealing ring NBR 20X32X7
Bronze bearing 19X17X15 Bronze bearing 19X17X15
Sealing ring NBR 17x25x4 Sealing ring NBR 17x25x4
House impeller Cast iron  G 20 House impeller Cast iron  G 20
Adapter flange Cast iron  G 20 Adapter flange Cast iron  G 20
O-Ring NBR  82,27x1,78 O-Ring NBR  82,27x1,78
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